[bookmark: _GoBack]Fan Kit Installation Instructions for the HovaBator 1602n
Step 1 - Install the Fan Kit

1. Remove the paper backing completely from the Foam Tape ( foam tape is for noise reduction, NOT for holding the fan in place)
2. Insert the mounting screw and washer through the Styrofoam from the top of the incubator lid. 
3. [image: Fan Kit Instructions rev2][image: Fan Kit Instructions rev2]Position the fan kit into place by mating the mounting screw with the mounting nut. Using a screw driver tighten the mounting screw until the washer is tight against the Styrofoam. DO NOT OVERTIGTEN! 






Step 2 – Electrical Wiring (IMPORTANT: UNPUG THE INCUBATOR BEFORE STARTING)
NOTE: THE FAN KIT WILL ALWAYS BE ON WHEN THE INCUABTOR IS PLUGGED IN. THIS ENSURES THE TEMPERATURE STAYS CONSISTENT EVEN WHEN THE EHATER IS OFF.
1. Locate the incoming power cord (NOT the wires leading to the heating element).
2. Using pliers attach one blue electrical connector to each of the two power cord wires (You may need to split the power cord using something like an awl, knife, or by just pulling the wires apart with your hands). (See Picture Below)
3. Push the pink connectors (attached to fan) into the blue electrical connectors. 
4. Use the cable tie provided to tie up extra fan cord.
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STEP 1 - Mounting Hole STEP 2 - INSTALL FAN KIT STEP 3 - LITTLE GIANT ELECTRICAL WIRING

(LITTLE GIANT INCUBATOR ONLY)

1) Open your Incubator and place the lid (top down) onto a firm surface. 1) Remove the paper backing completely from

2) Take the Fan Assembly and line up the vent hole in the incubator with the vent hole in Incubator Foam Tape (Foam Tape is for noise reduction, NOTE: THE FAN KIT WILL ALWAYS BE ON WHEN THE INCUBATOR IS PLUGGED IN. THIS
the Fan Assembly. Styrofoam NOT for holding fan in place) ENSURES THE TEMPERATURE STAYS CONSISTENT EVEN WHEN THE HEATER IS OFF
3) With the Fan Assembly in position press firmly on the Fan to create an indent of the 2) Insert the Mounting Screw & Washer through 1) Locate the incoming power cord (NOT the wires leading to the heating element).
mounting nut in the Styrofoam. the Styrofoam from the top of the incubator lid. 2) Using pliers attach (1) blue electrical connector to each of the two power cord wires
4) Using something like an Awl, 3/16" Drill Bit, Small Phillips Screwdriver, or even an A 3) Position the Fan Kit into place (Little Giant (You may need to split the power cord using something like an awl, knife or by just
opened paper clip drill a hole in the styrofoam (As shown below) ONLY - make sure the vent holes line up), by pulling the wires apart with your hands). (See Picture Below)
% . mating up the Mounting Screw & Mounting Nut. 3) Push the (2) pink connectors (attached to fan) into the (2) blue electrical connectors.
b Using a screwdriver tighten the Mounting Screw 4) Using a phillips screwdriver loosen the screws holding the thermostat cover and push
1 until the washer is tight against Styrofoam. DO the remaining fan wire under the thermostat cover. Re-tighten the screws.

— ] NOT OVERTIGHTEN!! -
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STEP 1 - Mounting Hole

(LITTLE GIANT INCUBATOR ONLY)
1) Open your Incubator and place the lid (top down) onto a firm surface.
2) Take the Fan Assembly and line up the vent hole in the incubator with the vent hole in
the Fan Assembly.
3) With the Fan Assembly in position press firmly on the Fan to create an indent of the
mounting nut in the Styrofoam.
4) Using something like an Awl, 3/16" Drill Bit, Small Phillips Screwdriver, or even an
opened paper clip drill a hole in the styrofoam (As shown below)
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STEP 2 - INSTALL FAN KIT

1) Remove the paper backing completely from
Foam Tape (Foam Tape is for noise reduction,
NOT for holding fan in place)

2) Insert the Mounting Screw & Washer through
the Styrofoam from the top of the incubator lid.
3) Position the Fan Kit into place (Little Giant
ONLY - make sure the vent holes line up), by
mating up the Mounting Screw & Mounting Nut.
Using a screwdriver tighten the Mounting Screw
until the washer is tight against Styrofoam. DO
NOT OVERTIGHTEN!!

STEP 3 - LITTLE GIANT ELECTRICAL WIRING

(F L

PLUG INCUBATOR BEFORE STARTIN
NOTE: THE FAN KIT WILL ALWAYS BE ON WHEN THE INCUBATOR IS PLUGGED IN. THIS
ENSURES THE TEMPERATURE STAYS CONSISTENT EVEN WHEN THE HEATER IS OFF
1) Locate the incoming power cord (NOT the wires leading to the heating element).
2) Using pliers attach (1) blue electrical connector to each of the two power cord wires
(You may need to split the power cord using something like an awl, knife or by just
pulling the wires apart with your hands). (See Picture Below)
3) Push the (2) pink connectors (attached to fan) into the (2) blue electrical connectors.
4) Using a phillips screwdriver loosen the screws holding the thermostat cover and push
ing fan wire under the thermostat cover. Re-tighten the screws.
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STEP 4 - ELECTRIC WIRING

NOTE: THE FAN KIT WILL ALWAYS BE ON WHEN THE INCUBATOR IS PLUGGED IN.

THIS ENSURES THE TEMPERATURE STAYS CONSISTENT EVEN WHEN THE HEATER IS OFF
1) Locate the incoming power cord (NOT the wires leading to the heating element).

2) Using pliers attach (1) blue electrical connector to each of the two power cord wires
(You may need to split the power cord using something like an awl, knife or by just
pulling the wires apart with your hands). (See Picture Below)

3) Push the (2) pink connectors (attached to fan) into the (2) blue electrical connectors.
4) Use the Cable Tie provided to tie up the extra fan cord.

Contact Us

service@
incubatorwarehouse.com

208-561-2344 (2EGG) A

http://incubatorwarehouse.com/fan-kit-install j ' (A 4 . > ook ; WAREHOUSECOM

4
Vi




